///EM ERSON Spierings SK1265-AT6

LIFTING SAFETY STANDARDS

WE ARE LOCATED AT:

Head Office & Training Centre
Freshwater Road,

Dagenham,
Essex
RM8 1RX
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/77 EMERSON MOBILE TOWER
LIFTING SAFETY STANDARDS CRANE

Tight spots and rough terrain... no problem

6-axle Mobile Tower Crane working area Dimensions
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WE OFFER:

Mobile Cranes
Mobile Tower cranes
Crawler Cranes

Mini Crawler Cranes
Spider cranes
Contract Lifting
Machinery Removals & Installation
Hiabs

Low-Loaders
General haulage
Specialist Transport
CPCS Training Centre

Driver CPC
FORS Training

While every care has been taken in the preparation of the ratings given in this leaflet, and all reasonable steps have been taken to check the accuracy of the information,
The Company cannot accept responsibility for any inaccuracy in respect of any matter arising out of, or in connection with the use of these tables
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A/ EME RSON Spierings SK1265-AT6

Duty Charts

SPIERINGS Make: SPIERINGS Type: SK1265-AT6
CRANES Crane specification (Jib length 60 m)

) | Crane group A3 as per FEM 1.001 Max. load Max.radius Max. capacity Max. jib length
Serial number Loadspectrum : Q1 as per FEM 1001 with max. load

[—' Classification : U4 as per FEM 1.001
Year of construction | Stability : as per FEM 1.001 10,0 tonne 132 m 132tm 60 m

All motions with hydraulic proportional Continuous slewing of the crane (360°) with the Counterweight Crane : 12600 kg Qutriggers positioned according © lifing chart
g controls. outriggers out and support pads down. Rated lifing capacity 5 net capacity. Quitrigger support base: 795 x 7,66 m.
= 10000 :J;rl_fn- 0-70 mimin | Luffing the jib 30" can ke controlied The crane should be folded i at wind force 9 (B1) | Max. line pull force: 2500 kg Operation allowed up o wind force 7 (14 mis).
6 l' D 5000 from crane cab or by remote control. 21 mvsec) or when not in use for a longer penod. 2 parts of line: 5000 kg - 1700 kg | Outrigger support base: 7,95 x572 m
1] 45 Cb Crane can be diven i its erected postion | Operating temperature range from -15'C fill +40°C 4 parts of line - 10000 kg - 5000 kg | Operation allowed up o wind force 7 (14 mis).
B

Speeds Jib horizontal /jib 30" luffed

2500
0

007 dmin

under special conditions (refer user guide). Sail area of the load max: 10 m'/ fon. | Max_ outrigger force: 520 K.

Lifting chart Qutrigger support base : 793 mx 7,66 m

hock height 252135 m (height underthe jib 27,4 /37,2 m)

5 0 k) 40 45

$000 ) 4560 | 4190 | 3870 | 3580 | 3360 | 3130 | 2040 | 2770 | 2615 | 2475 | 2345 | 2230 | 2 20286
1

335 5 177
1000 AR1ND 7445 As4s 5830 s255 4775 4370 4025 3725 gaes 36 3036 2855 2600 2545 M0 2200 2175 2075 1980 1890 1810

485 5135 5425 57.15 ) 629 642  Hookheight (m)

i} 0 Ed 4 &6 ] 522  Radus (m)

4740 | 4285| 3905| 3580| 3305| 3065| 2855| 2665| 2500| 2350 | 2220 | 2085 | 1285 | 1885 | 1795 | 1700 Load (m)
5000 4500 4085 3735 3440 3180 2855 2755 2580 2425 2285 2155 2040 1935 1840 7R

Outrigger support base : 795 mx 572 m

hook height 252135 m (height underthe jib 27,4 /37,2 m)

45

6. 1861 2! 1315| 1235 | 1185 | 1100 13
BE25  sseo 4675 4020 3520 M0 2795 2525 226 21056 1935 1790 1660 1550 1445 13% 1275 1200 1130 1065 1010 910

165

% Jib 30" luffed 43 427 5425 5715 0 629 642  Hookheight (m)
s 125 5 ® @ %5 0 22 Raits m)

5000 5000| 4355 | 3700| 3205| 2815| 2505 | 2250| 2035| 1855| 1700| 1565| 1445| 1340| 1250| 1165 | 1090| 1025| 960 | 905 | 850 | 800 Load {m)
4770 4005 3435 3000 2655 2370 214D 1945 1775 1830 1505 1395 1285 1205 115 1 %0 930 sa0 80 121-00126122

changes subject to modifications

SPIERINGS Make: SPIERINGS Type: SK1265-AT6
CRANES Crane specification (Jib length 62 m)

Crane group : A3 asper FEM 1.001 Max. load Max.radius Max. capacity | Max. jib length
Serial number : Loadspectrum : Q1 as per FEM 1.001 with max. load

Classification : U4 as per FEM 1.001
Year of construction Stability : as per FEM 1.001 10,0 tonne 13,57 m 135 tm 52 m

All mations with hydraulic praportional Continuous slewing of the crane (360°) withthe  [Counterweight Crane : 12600 kg. Outriggers positioned according to lifting chart
mimin controls. outriggers oul and support pads down Rated lifting capacity is net capacity. OQutrigger support base : 7,95 x 7,66 m
15 ] 0- 70 m/min | Luffing the jib 30 can be controlled The crane should be folded in at wind force 9 (Bf) [Max_ line pull force : 2500 kg Operation allowed up to wind farce 7 (14 mis).
a0 h from crane cab or by remote control. (21 misec) or when not in use for a longer period. 2 parts of line : 5000 kg - 1700 kg | Outrigger suppart base : 7.95x 572 m
45 Cl) 0.7 simin Crane can be driven in its erecled postion | Operating temperature range from -15°C till +40°C 4 parts of line : 10000 kg - 5000 kg| Operation allowed up to wind farce 7 (14 m/s).
75 ' under special conditions (refer user guide) Sail area of the load max.: 1.0 m¥ ton. | Max. outrigger force: 520 kN

Speeds Jit horizontal / jib 30° luffed

Lifting chart Outrigger support base : 7,95m x 7,66 m

Jib horizontal {,L hook height 25,2 /35 m (height under the jib 27,4 /37,2 m)
30 35 40 45 Radius (m)

3240| 04s| 2065 2708 25| 2430] 2310] 2200] 2100 ouy g
10000 8880 7685 6760 6025 5430 4935 4515 4160 3855 3585 3350 3140 2955 2785 2635 2595 2370 2255 2150

Jib 30° luffed 4 y 51,35 54,25 57,15 602  Hookheight im}

30 35 20 453 Radius (m)

4900 | 4430| 4035[ 3705| 2420| 3170 2950| 2760| 2590| 2435| 2295 2170|2100 Load (m)

5000 4655 4226 3865 3555 3200 3055 2855 2670 2510 2385 2235 2115

Lifting chart Outrigger support base : 7,95mx 5,72 m

Jib horizontal u‘u | hook height 25,2/35m (height under the jib 27,4 (37,2 m)
20 25 2 Radius (m)

60 1050 |oad (kg)
9240 7190 5860 4830 4240 3715 3295 2950 2670 2430 2225 2050 1900 1765 1645 1535 1440 1355 1275 1206 1140 1080

36 Jib 30° luffed i X 51,35 54,25 57,15 60.2  Hookheight (m)

35 30 35 40 483  Radius (m)

I

b

5000 4505 | 3905 | 3385| 2676 | 2650 | 2380| 2155|1965 | 1805 | 1660 | 1535 [ 1430 | 1330 | 1240 | 1165 | 1090 | 1080 Load {m)
5000 4225 3g25 3170 2805 2510 2285 2080 1880 1730 1600 1480 1375 1285 1200 1125 1060

subject to modifications
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MOBILE TOWER

7/ EMERSON

LIFTING SAFETY STANDARDS
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SPIERINGS
HYDRAULIC FOLDING CRANE
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changes made by manufacturer
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