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Rugged, Versatile, Fast-Erecting Cranes of Unique Capability

We offer:

•	 Mobile Crane Hire
•	 Contract Lifting
•	 Specialist Transport
•	 Machinery Removals & Installation
•	 Mini Crawler Cranes
•	 CPCS Training Centre

Liebherr
LTM 1110 - 5.1
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R1 = Allradlenkung · All-wheel steering · Direction toutes roues · Tutti gli assi sterzanti · Dirección en todos los ejes · Поворот всеми колесами
1) nur mit VarioBase® · only with VarioBase® · seulement avec VarioBase® · solo con VarioBase® · sólo con VarioBase® · только с VarioBase®

A A B C D E F G H I K L M
125 mm*

385/95 R 25 (14.00 R 25) 3950 3825 2750 2360 2000 3710 13° 21° 15° 11° 13° 20° 335
445/95 R 25 (16.00 R 25) 4000 3875 2750 2300 2050 3760 14° 23° 17° 12° 15° 21° 385
525/80 R 25 (20.5   R 25) 4000 3875 2850 2320 2050 3760 14° 23° 17° 12° 15° 21° 385

* abgesenkt · lowered · abaissé · abbassato · suspensión abajo · шасси осажено

Maße /Dimensions /Encombrement/Dimensioni/Dimensiones/Габариты крана mm
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While every care has been taken in the preparation of the ratings given in this leaflet, and all reasonable steps have been taken to check the accuracy of the 
information, the Company cannot accept responsibility for any inaccuracy in respect of any matter arising out of, or in connection with the use of these tables.

Dimensions (mm)

A A 
125mm* B C D E F G H I K L M

385/95 R 25 (14.00 R 25) 3950 3825 2750 2360 2000 3710 13° 21° 15° 11° 13° 20° 335
445/95 R 25 (16.00 R 25) 4000 3875 2750 2300 2050 3760 14° 23° 17° 12° 15° 21° 385
525/80 R 25 (20.5 R 25) 4000 3875 2850 2320 2050 3760 14° 23° 17° 12° 15° 21° 385

* lowered

R1= All wheel steering

Dimensions



CRANE HIRE   |   TRAINING   |   TRANSPORT

Liebherr LTM1110-5.1  |  Emerson Crane Hire  |  3 

While every care has been taken in the preparation of the ratings given in this leaflet, and all reasonable steps have been taken to check the accuracy of the 
information, the Company cannot accept responsibility for any inaccuracy in respect of any matter arising out of, or in connection with the use of these tables

Crane Data

          min             max

385/95 R 25 (14.00 R 25) 0.44 80 > 60%
445/95 R 25 (16.00 R 25)
525/80 R 25 (20.5 R 25) 0.48 85 56.5%

12 / R2

4 / R2

km/h km/h

Crane carrier

Hook block

82.2 t 7 12 1240 kg
75.9 t 5 10 900 kg
49.7 t 3 7 700 kg
22.0 t 1 3 460 kg
7.4 t – 1 250 kg

Maximum supporting forces

58.4 t 73.5 t

Crane superstructure

0 - 125 m/min 
single line 19mm 250m 74kN

0 - 125 m/min 
single line 19mm 250m 74kN

0 - 1.5 min -1

approx. 45 seconds to reach 83° boom angle

approx. 419 seconds for boom extension from 11.5m - 60m



On-road driving

  Jobsite driving
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While every care has been taken in the preparation of the ratings given in this leaflet, and all reasonable steps have been taken to check the accuracy of the 
information, the Company cannot accept responsibility for any inaccuracy in respect of any matter arising out of, or in connection with the use of these tables.

On-road Driving

Jobsite Driving
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While every care has been taken in the preparation of the ratings given in this leaflet, and all reasonable steps have been taken to check the accuracy of the 
information, the Company cannot accept responsibility for any inaccuracy in respect of any matter arising out of, or in connection with the use of these tables

Lifting Capacities

11.5 15.2 18.9 22.6 26.4 30.1 33.8 37.5 38.8 41.2 42.5 45 46.9 48.7 51.3 52.4 54.3 55.6 56.1 58.1 58.7 59.4 60

*
3 110 69.5 68 67.3 66.4 58.3

3.5 98.9 69.5 68.6 67.9 66.8 60
4 83 69.5 68.9 68.4 66.5 60.3 50.6

4.5 78.2 69.5 69 68.7 66.9 59.9 50.7 40.8
5 73.8 66.7 66 65.7 65.2 59.7 50.3 41
6 66.3 55.9 55.5 55.5 54.9 53.9 48.3 40.3 31.6 27.9 25.6
7 56.9 47.1 47.9 48.3 48.3 47 44.4 38.8 30.4 26.9 25 23.1 20.4
8 48.6 40.4 41.2 41.6 41.6 41.4 40.1 36.3 29 25.8 24.3 22.3 20 18.1 16.7
9 41 35.1 36.1 36.3 36.6 36.8 35.9 33.7 27.5 24.7 23.5 21.5 19.5 17.9 16.6 11.5 13.2 10.8 10.1 10.7
10 31.9 32 32.7 32.6 32.1 30.9 26 23.2 22.6 20.7 18.9 17.5 16.4 11.3 13.1 10.7 10 10.6 9.6 9.1 8.9 8.6
11 28.3 28.4 29 29 28.7 27.8 24.6 21.8 21.6 19.8 18.2 17.1 16.1 11.1 13 10.5 9.9 10.5 9.5 9 8.8 8.5
12 25.2 25.9 26 25.9 25.7 24.9 23.2 20.6 20.7 19 17.5 16.5 15.7 10.8 12.8 10.3 9.7 10.4 9.4 8.9 8.7 8.5
13 22.5 23.1 23.3 23.2 23 22.5 21.5 19.5 19.7 18.1 16.8 15.7 15.2 10.5 12.6 10.1 9.6 10.2 9.2 8.8 8.6 8.4
14 20.9 21 20.9 20.6 20.3 19.7 18.4 18.8 17.3 16.1 15 14.6 10.1 12.3 9.9 9.4 10.1 9.1 8.7 8.5 8.3
15 18.9 19.1 19 18.7 18.4 18.6 17.3 17.7 16.5 15.4 14.3 14 9.7 12 9.6 9.2 9.9 8.9 8.6 8.4 8.2
16 17.2 17.4 17.3 17 17.1 17.1 16.3 16.4 15.7 14.7 13.7 13.4 9.3 11.7 9.3 9 9.7 8.8 8.5 8.2 8.1
18 14.8 14.6 14.7 14.8 14.4 14.2 13.9 13.6 13.3 12.4 12.3 8.7 10.9 8.8 8.4 9.1 8.4 8.1 8 7.8
20 12.7 12.4 12.8 12.6 12.1 11.9 12.1 11.4 11.8 11.2 11.2 8 10.1 8.3 7.9 8.6 8 7.7 7.6 7.4
22 11.2 11.1 10.8 10.7 10.1 10.5 9.6 10.2 9.6 9.7 7.4 9.3 7.8 7.4 8.1 7.6 7.3 7.1 7
24 9.9 9.7 9.3 9.4 8.6 9.1 8.2 8.9 8.1 8.7 6.9 8.3 7.2 6.9 7.6 7.2 6.9 6.7 6.5
26 8.5 8.2 8.1 7.4 7.9 7 7.9 6.9 7.5 6.4 7.2 6.8 6.5 7 6.7 6.5 6.3 6
28 7.2 7.6 7.1 6.4 7.2 5.9 6.8 6 6.6 6 6.5 6.3 6.1 6.2 6.2 6.1 5.8 5.5
30 6.7 6.3 5.9 6.4 5.2 5.9 5.6 5.9 5.6 5.7 5.7 5.6 5.3 5.3 5.3 5.3 5.1
32 5.9 5.5 5.6 4.8 5.4 5.3 5.2 5.1 4.9 5 4.9 4.6 4.6 4.6 4.6 4.5
34 5.3 5.2 5 4.5 4.8 4.9 4.6 4.6 4.3 4.4 4.3 4 4.1 4.1 4 4
36 4.8 4.4 4.2 4.3 4.4 4.1 4.1 3.9 3.9 3.9 3.6 3.6 3.6 3.6 3.5
38 4.1 4 3.9 4 3.7 3.7 3.5 3.5 3.5 3.2 3.2 3.2 3.2 3.1
40 3.8 3.6 3.6 3.3 3.4 3.1 3.1 3.1 2.8 2.9 2.9 2.8 2.8
42 3.3 3.3 3 3 2.8 2.8 2.8 2.5 2.5 2.5 2.5 2.5
44 3 2.7 2.7 2.5 2.5 2.5 2.2 2.3 2.2 2.2 2.2
46 2.5 2.5 2.3 2.3 2.2 2 2 2 2 1.9
48 2.3 2 2.1 2 1.7 1.8 1.8 1.7 1.7
50 1.8 1.9 1.8 1.5 1.5 1.5 1.5 1.5
52 1.6 1.6 1.2 1.3 1.3 1.3 1.2
54 1.1 1.1 1.1 1
56 0.7

m

T

11.5 – 60 m

360°

29 t

EN

TELESCOPIC BOOM
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While every care has been taken in the preparation of the ratings given in this leaflet, and all reasonable steps have been taken to check the accuracy of the 
information, the Company cannot accept responsibility for any inaccuracy in respect of any matter arising out of, or in connection with the use of these tables.

Lifting Capacities

11.5 15.2 18.9 22.6 26.4 30.1 33.8 37.5 38.8 41.2 42.5 45 46.9 48.7 51.3 52.4 54.3 55.6 56.1 58.1 58.7 59.4 60

3 69.5 68.1 67.3 66.4 58.3
3.5 69.5 68.6 67.9 66.8 60
4 69.5 68.9 68.5 66.6 60.3 50.6

4.5 69.5 69.2 68.7 66.9 59.9 50.7 40.8
5 66.4 66.1 65.4 64.3 59.7 50.4 41
6 56.3 56.4 56 54.6 53.4 48.3 40.3 31.7 28 25.7
7 47.2 48.1 48.5 48.1 46.7 44.3 38.8 30.3 26.9 25 23.1 20.4
8 40.4 41.3 41.6 41.6 41.3 40.1 36.3 28.9 25.8 24.3 22.3 20 18.1 16.7
9 35 36.1 36.4 36.7 36.6 35.5 33.7 27.6 24.7 23.5 21.5 19.5 17.9 16.6 11.5 13.2 10.8 10.1 10.7
10 31.9 32.1 32.7 32.6 31.7 30.4 26.1 23.2 22.6 20.6 18.9 17.5 16.4 11.3 13.1 10.7 10 10.6 9.6 9.1 8.9 8.6
12 25.2 25.8 26 25.9 25.4 24.6 23.3 20.6 20.6 19 17.5 16.5 15.7 10.8 12.8 10.3 9.7 10.4 9.4 8.9 8.7 8.5
14 21.2 21.3 21.3 21 20.2 19.7 18.4 18.8 17.3 16.1 15 14.6 10.1 12.3 9.9 9.4 10.1 9.1 8.7 8.5 8.3
16 17.6 17.8 17.7 17.4 17.2 17.1 16.3 16.3 15.7 14.7 13.7 13.4 9.3 11.7 9.3 9 9.6 8.8 8.4 8.2 8.1
18 15.3 15 14.7 14.9 14.5 14.2 14 13.7 13.3 12.4 12.3 8.7 10.9 8.8 8.4 9.2 8.4 8.1 8 7.8
20 13.2 13 13.3 12.8 12.5 12.1 12.3 11.8 11.8 11.2 11.2 8 10.1 8.3 7.9 8.6 8 7.7 7.6 7.4
22 11.3 11.6 11.2 10.9 10.5 10.8 10.1 10.4 9.9 10 7.4 9.3 7.8 7.4 8.1 7.6 7.3 7.1 7
24 10.4 10.2 9.8 9.8 9.1 9.4 8.8 9.1 8.6 9 6.9 8.5 7.2 6.9 7.6 7.2 6.9 6.7 6.5
26 9 8.7 8.6 8 8.3 7.7 8.3 7.6 8 6.4 7.7 6.8 6.5 7.1 6.8 6.5 6.3 6
28 7.2 7.7 7.7 7.1 7.4 6.8 7.4 6.6 7.1 6 6.8 6.4 6.1 6.6 6.3 6.1 5.8 5.5
30 7.3 6.9 6.3 6.9 6 6.6 5.9 6.4 5.5 6.2 6 5.7 5.9 5.9 5.7 5.4 5.1
32 6.2 5.6 6.2 5.3 5.9 5.3 5.7 5.2 5.5 5.6 5.3 5.2 5.3 5.3 5.1 4.8
34 5.7 5.2 5.7 4.6 5.4 4.9 5.1 4.8 4.9 5 4.9 4.6 4.7 4.7 4.7 4.5
36 5 5.1 4.2 4.8 4.6 4.6 4.5 4.4 4.5 4.4 4.1 4.2 4.2 4.2 4.2
38 4.6 4 4.5 4.4 4.1 4.2 4 4 4 3.7 3.8 3.8 3.8 3.7
40 3.9 4.1 4 3.7 3.8 3.6 3.6 3.6 3.3 3.4 3.4 3.4 3.3
42 3.8 3.7 3.4 3.4 3.2 3.3 3.3 3 3.1 3 3 3
44 3.4 3.1 3.1 2.9 3 3 2.7 2.7 2.7 2.7 2.7
46 2.8 2.9 2.6 2.7 2.6 2.4 2.4 2.4 2.4 2.3
48 2.6 2.3 2.4 2.4 2.1 2.1 2.1 2.1 2.1
50 2.1 2.1 2.1 1.8 1.9 1.9 1.8 1.8
52 1.9 1.9 1.6 1.7 1.7 1.7 1.6
54 1.5 1.4 1.3 1
56 0.7

m

T

11.5 – 60 m

40°

VarioBase® 29 t

EN
28° – 68°

-25° – -65°
121° – 161°
119° – 159°

40° 40°

40° 40°

TELESCOPIC BOOM
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While every care has been taken in the preparation of the ratings given in this leaflet, and all reasonable steps have been taken to check the accuracy of the 
information, the Company cannot accept responsibility for any inaccuracy in respect of any matter arising out of, or in connection with the use of these tables

Lifting Capacities

11.5 15.2 18.9 22.6 26.4 30.1 33.8 37.5 38.8 41.2 42.5 45 46.9 48.7 51.3 52.4 54.3 55.6 56.1 58.1 58.7 59.4 60

3 69.5 68 67.3 66.4 58.3
3.5 69.5 68.6 67.9 66.8 60
4 69.5 68.9 68.4 66.5 60.3 50.6

4.5 67.7 66.2 65.8 64.3 59.3 50.7 40.8
5 60.5 60 59.2 58.3 56.5 49.9 41
6 49.4 49.9 50.4 49.1 47.1 44 39.8 31.6 27.9 25.6
7 40.9 42.1 42.1 40.8 38.5 36.2 34 30.3 26.9 25 23.1 20.4
8 33.9 35.2 35.6 34.1 32.3 30.5 28.7 27.3 25.8 24.3 22.3 20 18.1 16.7
9 28.4 29.7 30.2 29.1 27.7 26.2 24.8 24.4 23.7 22.9 21.5 19.5 17.9 16.6 11.5 13.2 10.8 10.1 10.7
10 25.3 26.1 25.3 24.2 22.9 22.7 21.3 20.8 20.1 19.6 18.8 17.5 16.4 11.3 13.1 10.7 10 10.6 9.6 9.1 8.9 8.6
11 21.5 22.3 22.5 21.3 20.9 20.2 18.9 18.4 18.4 17.4 17.2 16.7 16.1 11.1 13 10.5 9.9 10.5 9.5 9 8.8 8.5
12 18.5 19.3 19.8 18.9 18.9 18 17.4 16.4 16.6 15.5 15.9 15 15 10.8 12.8 10.3 9.7 10.4 9.4 8.9 8.7 8.5
13 16.1 16.9 17.4 17.4 17 16.2 15.8 14.8 15 13.9 14.4 13.5 13.9 10.5 12.6 10.1 9.6 10.2 9.2 8.8 8.6 8.4
14 15 15.4 15.7 15.3 14.6 14.4 13.3 13.8 12.5 13.3 12.2 12.7 10.1 12 9.9 9.4 10.1 9.1 8.7 8.5 8.3
15 13.3 13.9 14 13.7 13.3 13.1 12.1 12.9 11.3 12.3 11 11.6 9.7 10.9 9.6 9.2 9.9 8.9 8.6 8.4 8.2
16 12 12.6 12.5 12.3 12.1 11.9 11 11.8 10.3 11.2 10 10.6 9.3 10.2 9.3 9 9.5 8.8 8.5 8.2 8.1
18 10.3 10.3 10.3 10.2 10.1 9.5 9.8 8.9 9.4 9.1 9.2 8.7 8.7 8.6 8.4 8 7.9 7.8 7.7 7.6
20 8.6 8.5 8.7 8.5 8.5 8.5 8.1 8 7.9 8 7.6 7.6 7.3 7.3 7.2 6.8 6.7 6.7 6.6 6.5
22 7.2 7.3 7.2 7.1 7.2 6.8 6.9 6.6 6.7 6.3 6.3 6 6 6 5.6 5.6 5.6 5.5 5.4
24 6.1 6.2 6.1 6 6 5.7 5.8 5.5 5.6 5.2 5.3 4.9 5 4.9 4.5 4.6 4.6 4.5 4.5
26 5.3 5.1 5.1 5.1 4.8 4.9 4.6 4.7 4.4 4.4 4.1 4.1 4.1 3.8 3.8 3.8 3.8 3.7
28 4.6 4.4 4.3 4.4 4.1 4.2 4 4 3.7 3.8 3.5 3.5 3.5 3.2 3.2 3.2 3.2 3.1
30 3.9 3.8 3.8 3.5 3.6 3.4 3.5 3.2 3.2 3 3 3 2.7 2.7 2.7 2.7 2.6
32 3.4 3.4 3.1 3.2 3 3.1 2.8 2.8 2.5 2.6 2.5 2.2 2.3 2.3 2.2 2.2
34 3 3 2.7 2.8 2.6 2.7 2.4 2.4 2.1 2.2 2.1 1.8 1.9 1.9 1.9 1.8
36 2.7 2.4 2.5 2.3 2.3 2 2.1 1.8 1.8 1.8 1.5 1.5 1.5 1.5 1.5
38 2.1 2.2 2 2 1.7 1.7 1.5 1.6 1.5 1.2 1.3 1.2 1.2 1.2
40 1.9 1.7 1.8 1.5 1.5 1.2 1.3 1.3 0.9 1 1 0.9 0.8
42 1.5 1.5 1.2 1.3 1 1 1
44 1.3 0.9 1 0.8 0.7
46 0.7 0.8

m

T

11.5 – 60 m

360°

13.4  t

EN

TELESCOPIC BOOM
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Alturas de elevación / Высота подъема
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While every care has been taken in the preparation of the ratings given in this leaflet, and all reasonable steps have been taken to check the accuracy of the 
information, the Company cannot accept responsibility for any inaccuracy in respect of any matter arising out of, or in connection with the use of these tables.

Lifting Heights
TELESCOPIC BOOM
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While every care has been taken in the preparation of the ratings given in this leaflet, and all reasonable steps have been taken to check the accuracy of the 
information, the Company cannot accept responsibility for any inaccuracy in respect of any matter arising out of, or in connection with the use of these tables

Lifting Capacities

11.5m 33.8m 35.1m 35.7m 37.5m 39.5m 41.2m 43.2m

K 10.8m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
3 14.8

3.5 14.8
4 14.8

4.5 14.8
5 14.8 14.8 14.8
6 14.8 14.8 14.8 10.3 10 14.8
7 14.8 14.7 14.8 10.2 9.9 14.8 9.1 13.8
8 14.7 14.1 10.3 14.8 9.9 9.6 14.8 8.9 13.8 8
9 14.1 13 9.7 14.8 14.7 9.6 9.3 14.8 8.7 13.8 7.9
10 13.1 11.9 9.2 14.8 14.4 9.2 8.3 9 14.8 14.1 8.5 13.7 7.7
11 12 11.1 8.8 14.8 13.9 8.8 7.8 8.6 7.8 14.8 13.8 8.2 7.6 13.6 12.5 7.6
12 10.8 10.3 8.4 14.7 13.3 9.4 8.4 7.4 8.2 7.4 14.8 13.5 7.9 7.2 13.4 12.2 7.3 6.6
14 8.8 9.1 7.8 14.2 12.2 9 7.6 6.7 6.2 7.4 6.7 6.1 14.7 12.7 9.1 7.3 6.6 6 12.8 11.8 9 6.9 6.2
16 7.4 8.1 7.3 13.6 11.4 8.6 6.9 6.1 5.7 6.7 6.1 5.6 13.8 11.8 8.8 6.7 6.1 5.6 12.1 11.4 8.7 6.4 5.8 5.4
18 6.3 7.4 7.1 13 10.7 8.2 6.2 5.6 5.2 6 5.6 5.2 12.9 11.1 8.4 6.1 5.6 5.2 11.1 10.8 8.4 6 5.3 5
20 5.4 7 11.7 10 8 5.6 5.1 4.9 5.3 5.1 4.8 11.4 10.5 8.1 5.5 5.2 4.8 10.1 10 8.1 5.5 5 4.7
22 10.3 9.4 7.7 5 4.7 4.5 4.8 4.7 4.5 9.8 9.8 7.9 5 4.8 4.5 9 9.2 7.8 5 4.7 4.5
24 8.8 8.9 7.5 4.6 4.4 4.2 4.4 4.3 4.2 8.3 8.9 7.6 4.6 4.4 4.3 8 8.3 7.7 4.6 4.4 4.2
26 7.6 8 7.3 4.2 4.1 4 4.1 4 4 7.1 7.6 7.4 4.3 4.1 4 7 7.1 7.4 4.3 4.1 4
28 6.5 6.9 7.1 3.9 3.9 3.8 3.8 3.7 3.7 6.2 6.5 6.8 4 3.9 3.8 5.9 6.4 6.5 4 3.9 3.9
30 5.6 5.9 6.2 3.6 3.6 3.6 3.5 3.5 3.5 5.4 5.7 5.9 3.7 3.7 3.6 5.3 5.4 5.7 3.8 3.7 3.6
32 4.9 5.1 5.3 3.4 3.4 3.4 3.3 3.2 3.3 4.7 4.9 5.1 3.5 3.4 3.4 4.7 4.8 4.9 3.5 3.5 3.5
34 4.3 4.5 4.6 3.2 3.2 3.2 3.1 3 3.1 4.4 4.3 4.4 3.3 3.2 3.2 4.1 4.3 4.5 3.3 3.3 3.3
36 3.8 3.9 4 3 3 3 2.9 2.9 2.9 3.9 4.1 4.1 3.1 3.1 3.1 3.7 3.8 4 3.1 3.1 3.1
38 3.4 3.5 3.5 2.8 2.8 2.8 2.7 2.7 2.7 3.5 3.6 3.7 2.9 2.9 2.9 3.5 3.5 3.5 2.9 2.9 3
40 3 3.1 3.1 2.6 2.6 2.7 2.5 2.5 2.6 3.1 3.2 3.3 2.8 2.7 2.7 3.3 3.3 3.3 2.7 2.8 2.9
42 2.7 2.8 2.5 2.5 2.5 2.4 2.4 2.4 2.9 2.9 3 2.6 2.6 2.6 3.1 3.1 3.1 2.6 2.6 2.6
44 2.3 2.3 2.8 2.8 2.8 2.5 2.5 2.5 2.8 2.9 2.9 2.4 2.4 2.5
46 2.7 2.4 2.4 2.4 2.5 2.6 2.6 2.3 2.3 2.3
48 2.2 2.3 2.3 2.3 2.1 2.2 2.2
50 2 2.1

m

K

10.8 m

T

11.5 – 60 m

360°

29 t

EN

TELESCOPIC BOOM WITH HYDRAULIC SWING AWAY JIB
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While every care has been taken in the preparation of the ratings given in this leaflet, and all reasonable steps have been taken to check the accuracy of the 
information, the Company cannot accept responsibility for any inaccuracy in respect of any matter arising out of, or in connection with the use of these tables.

43.8m 45m 46.9m 47.5m 48.7m 50.6m 51.3m 51.9m

K 10.8m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
8 7.7 11.1 6.7 6.5
9 7.7 11.1 6.7 6.5 9 5.9 5.7 5.6
10 7.5 11.1 6.7 6.5 9 6 5.8 5.6
11 7.4 11.1 6.6 6.4 9 5.9 5.8 5.6
12 7.2 6.5 11 10.3 6.5 6.3 8.9 5.9 5.7 5.6
14 6.8 6.1 10.7 10 6.2 5.9 6.1 5.8 8.7 8.2 5.7 5.5 5.6 5.4 5.4 5.2
16 6.3 5.7 5.3 10.3 9.8 8.5 5.9 5.6 5.3 5.8 5.5 5.2 8.4 8 7.7 5.5 5.3 5.4 5.2 5.3 5.1
18 5.9 5.3 5 9.7 9.2 8.2 5.6 5.3 5 5.5 5.2 4.9 8.1 7.8 7.6 5.2 5 4.8 5.1 4.9 4.8 5 4.9 4.7
20 5.4 4.9 4.7 9 8.6 8 5.2 4.9 4.7 5.1 4.9 4.6 7.7 7.3 7.2 5 4.8 4.6 4.9 4.7 4.5 4.8 4.6 4.5
22 4.9 4.7 4.4 8.2 8.1 7.7 4.9 4.7 4.4 4.8 4.6 4.4 7.2 6.9 6.7 4.7 4.5 4.4 4.6 4.5 4.3 4.6 4.4 4.3
24 4.5 4.4 4.2 7.5 7.5 7.3 4.6 4.4 4.2 4.5 4.4 4.2 6.7 6.5 6.3 4.5 4.3 4.2 4.4 4.3 4.1 4.4 4.2 4.1
26 4.2 4.1 4 6.5 6.9 6.9 4.3 4.2 4.1 4.2 4.1 4 6.2 6.1 6 4.3 4.1 4 4.2 4.1 4 4.1 4 4
28 3.9 3.9 3.8 5.8 6 6.3 4 3.9 3.9 3.9 3.9 3.9 5.6 5.7 5.6 4 3.9 3.8 3.9 3.9 3.8 3.9 3.9 3.8
30 3.6 3.6 3.6 5.1 5.3 5.4 3.8 3.7 3.7 3.7 3.7 3.7 4.7 5.1 5.3 3.8 3.7 3.7 3.7 3.7 3.7 3.7 3.7 3.6
32 3.4 3.4 3.4 4.4 4.7 4.9 3.6 3.5 3.5 3.5 3.5 3.5 4.4 4.4 4.7 3.6 3.5 3.5 3.5 3.5 3.5 3.5 3.5 3.5
34 3.2 3.2 3.2 4.1 4.1 4.3 3.4 3.4 3.3 3.3 3.3 3.3 4 4.1 4.1 3.5 3.4 3.4 3.3 3.3 3.3 3.3 3.3 3.3
36 2.9 3 3 3.7 3.8 3.8 3.2 3.2 3.2 3.1 3.1 3.1 3.5 3.7 3.9 3.3 3.2 3.2 3.1 3.1 3.2 3.1 3.1 3.1
38 2.8 2.8 2.8 3.3 3.5 3.6 3 3 3.1 2.9 2.9 2.9 3.2 3.3 3.5 3.1 3.1 3.1 3 3 3 3 3 3
40 2.6 2.6 2.7 3 3.1 3.2 2.9 2.9 2.9 2.7 2.8 2.8 3 3.1 3.1 2.9 2.9 3 2.8 2.8 2.8 2.8 2.8 2.8
42 2.4 2.5 2.5 2.8 2.8 2.9 2.7 2.7 2.8 2.6 2.6 2.6 2.7 2.9 2.9 2.7 2.8 2.8 2.7 2.7 2.7 2.7 2.7 2.7
44 2.3 2.3 2.3 2.6 2.7 2.7 2.6 2.6 2.6 2.4 2.5 2.5 2.4 2.6 2.7 2.4 2.6 2.7 2.4 2.5 2.6 2.4 2.5 2.6
46 2.2 2.2 2.2 2.4 2.5 2.5 2.4 2.5 2.5 2.3 2.3 2.4 2.2 2.3 2.4 2.2 2.3 2.4 2.2 2.3 2.4 2.1 2.3 2.3
48 2 2.1 2.1 2.1 2.2 2.3 2.2 2.3 2.3 2.2 2.2 2.2 1.9 2 2.1 1.9 2 2.1 1.9 2 2.1 1.9 2 2.1
50 1.9 1.9 2 1.9 2 2 1.9 2 2 1.9 2 2 1.6 1.8 1.8 1.7 1.8 1.8 1.7 1.8 1.8 1.6 1.7 1.8
52 1.8 1.9 1.7 1.7 1.7 1.8 1.8 1.7 1.7 1.7 1.4 1.5 1.5 1.4 1.5 1.6 1.4 1.5 1.6 1.4 1.5 1.5
54 1.5 1.5 1.5 1.5 1.5 1.2 1.2 1.2 1.2 1.3 1.3 1.2 1.3 1.3 1.1 1.2 1.3
56 1.3 1 1 1 1.1 1 1 1 1 0.9 1 1
58 0.8 0.8 0.8 0.8 0.7 0.8 0.8

52.4m 54.3m 55.6m 56.1m 56.8m 58.1m 59.4m 60m

K 10.8m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
9 6.7
10 6.7 5.3 4.9 5.3 5.1 4.6
11 6.7 5.3 5 5.3 5.1 4.6 4.4 4.3
12 6.7 5.3 5 5.3 5.1 4.6 4.4 4.3
14 6.7 6.6 5.2 5.1 5 4.8 5.3 5.1 5.1 5 4.7 4.4 4.3
16 6.5 6.4 5.1 5 4.8 4.6 5.2 5 5.1 4.9 4.6 4.4 4.4 4.2 4.3 4.2
18 6.3 6.2 6.2 4.9 4.8 4.7 4.7 4.6 4.5 5.1 4.9 4.8 5 4.8 4.7 4.5 4.4 4.4 4.3 4.2 4.1 4.2 4.1 4.1
20 6.1 6 6 4.7 4.6 4.5 4.5 4.4 4.4 4.9 4.7 4.6 4.9 4.7 4.5 4.4 4.3 4.3 4.2 4.1 4.1 4.1 4 4.1
22 5.8 5.7 5.6 4.5 4.4 4.3 4.4 4.3 4.2 4.8 4.5 4.4 4.7 4.5 4.3 4.3 4.2 4.2 4.1 4.1 4.1 4 4 4
24 5.5 5.3 5.3 4.4 4.2 4.1 4.2 4.1 4.1 4.6 4.4 4.2 4.5 4.3 4.2 4.1 4.1 4 4 3.9 3.9 3.9 3.9 3.9
26 5.2 5.1 5 4.2 4.1 4 4 4 3.9 4.4 4.2 4.1 4.3 4.2 4.1 4 3.9 3.9 3.8 3.8 3.8 3.8 3.8 3.8
28 4.9 4.8 4.7 4 3.9 3.8 3.9 3.8 3.8 4.2 4.1 3.9 4.2 4 3.9 3.9 3.8 3.8 3.7 3.7 3.7 3.6 3.7 3.7
30 4.6 4.5 4.5 3.8 3.7 3.7 3.7 3.6 3.6 4 3.9 3.8 4 3.9 3.8 3.7 3.7 3.6 3.6 3.5 3.6 3.5 3.5 3.6
32 4.2 4.3 4.3 3.6 3.6 3.5 3.5 3.5 3.5 3.8 3.8 3.7 3.8 3.7 3.7 3.6 3.5 3.5 3.4 3.4 3.4 3.4 3.4 3.4
34 3.7 4 4.1 3.5 3.4 3.4 3.3 3.3 3.3 3.6 3.6 3.6 3.6 3.6 3.6 3.4 3.4 3.4 3.3 3.3 3.3 3.2 3.2 3.3
36 3.5 3.5 3.7 3.3 3.3 3.2 3.2 3.2 3.2 3.4 3.4 3.5 3.3 3.4 3.4 3.3 3.2 3.2 3.1 3.1 3.2 3.1 3.1 3.1
38 3.2 3.3 3.3 3.2 3.1 3.1 3 3 3 2.9 3.2 3.3 2.9 3.1 3.3 3 3.1 3.1 2.9 3 3 2.9 2.9 3
40 2.8 3.1 3.1 2.9 3 3 2.8 2.9 2.9 2.6 2.8 3 2.5 2.8 2.9 2.6 2.8 2.9 2.5 2.8 2.9 2.5 2.7 2.8
42 2.5 2.7 2.8 2.5 2.7 2.9 2.5 2.7 2.7 2.2 2.4 2.6 2.2 2.4 2.6 2.3 2.5 2.6 2.2 2.4 2.6 2.2 2.4 2.5
44 2.2 2.4 2.5 2.2 2.4 2.5 2.2 2.4 2.5 1.9 2.1 2.3 1.9 2.1 2.2 2 2.2 2.3 1.9 2.1 2.3 1.9 2.1 2.2
46 2 2.1 2.2 2 2.1 2.2 1.9 2.1 2.2 1.7 1.8 2 1.6 1.8 1.9 1.7 1.9 2 1.7 1.8 2 1.6 1.8 1.9
48 1.7 1.8 1.9 1.7 1.9 1.9 1.7 1.8 1.9 1.4 1.6 1.7 1.3 1.5 1.6 1.4 1.6 1.7 1.4 1.6 1.7 1.3 1.5 1.6
50 1.4 1.6 1.6 1.4 1.6 1.7 1.4 1.6 1.6 1.1 1.3 1.4 1 1.2 1.3 1.1 1.3 1.4 1.1 1.3 1.4 1.1 1.3 1.4
52 1.2 1.3 1.3 1.2 1.3 1.4 1.2 1.3 1.4 0.8 1 1.1 0.8 1 1 0.9 1.1 1.1 0.9 1 1.1 0.8 1 1.1
54 0.9 1 1.1 1 1.1 1.1 0.9 1 1.1 0.8 0.8 0.7 0.8 0.6 0.8 0.9 0.8 0.9 0.7 0.8
56 0.7 0.8 0.8 0.8 0.9 0.9 0.7 0.8 0.9 0.6
58 0.6 0.6 0.6 0.6 0.6

m

m

K

10.8 m

T

11.5 – 60 m

360°

29 t

EN

TELESCOPIC BOOM WITH HYDRAULIC SWING AWAY JIB
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While every care has been taken in the preparation of the ratings given in this leaflet, and all reasonable steps have been taken to check the accuracy of the 
information, the Company cannot accept responsibility for any inaccuracy in respect of any matter arising out of, or in connection with the use of these tables

Lifting Capacities

11.5m 33.8m 35.1m 35.7m 37.5m 39.5m 41.2m 43.2m

K 19m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
3 9.5

3.5 9.3
4 9.1

4.5 8.9
5 8.7
6 8.2 6.9
7 7.7 6.9 5.1 5 6.7
8 7.2 6.8 5.1 5 6.7 4.7 6.1
9 6.8 5.2 6.7 5.1 5 6.6 4.6 6.1 4.3
10 6.3 4.9 6.6 5 4.9 6.5 4.6 6 4.3
11 5.9 4.7 6.5 5 4.9 6.4 4.6 5.9 4.3
12 5.6 4.5 6.3 4.9 4.8 6.3 4.5 5.8 4.2
14 4.9 4.2 3.6 6 4.5 4.8 4.7 6 4.5 4.4 5.7 4
16 4.3 3.9 3.5 5.6 4.3 4.6 3.9 4.6 3.9 5.7 4.3 4.3 3.9 5.4 4.3 3.9 3.7
18 3.8 3.7 3.3 5.3 4.1 3.5 4.4 3.8 4.4 3.8 5.4 4.2 4.1 3.8 5.2 4.1 3.8 3.7
20 3.4 3.5 3.2 5 4 3.4 4.1 3.7 3.3 4.1 3.7 3.2 5.1 4 3.4 4 3.7 5 4 3.4 3.7 3.6
22 3.1 3.3 3.2 4.7 3.8 3.3 3.9 3.6 3.2 3.9 3.6 3.2 4.8 3.9 3.3 3.8 3.5 3.2 4.8 3.9 3.3 3.6 3.5 3.2
24 2.8 3.2 3.1 4.5 3.7 3.2 3.6 3.4 3.2 3.6 3.4 3.2 4.6 3.8 3.3 3.6 3.4 3.1 4.6 3.8 3.3 3.5 3.3 3.1
26 2.6 3.2 3.1 4.3 3.6 3.2 3.4 3.2 3.1 3.4 3.2 3.1 4.4 3.7 3.2 3.4 3.2 3.1 4.4 3.7 3.2 3.4 3.2 3
28 2.4 3.2 4.1 3.5 3.2 3.2 3 2.9 3.2 3 2.9 4.2 3.6 3.2 3.2 3 2.9 4.2 3.6 3.2 3.2 3 2.9
30 3.9 3.4 3.1 3 2.9 2.8 3 2.8 2.8 4.1 3.5 3.2 3.1 2.9 2.8 4.1 3.5 3.1 3.1 2.9 2.8
32 3.8 3.3 3.1 2.8 2.7 2.6 2.8 2.7 2.6 3.9 3.4 3.1 2.9 2.7 2.7 3.9 3.4 3.1 2.9 2.7 2.7
34 3.6 3.3 3.1 2.7 2.6 2.5 2.6 2.6 2.5 3.7 3.3 3.1 2.7 2.6 2.5 3.8 3.3 3.1 2.8 2.6 2.6
36 3.4 3.2 3.1 2.5 2.4 2.4 2.5 2.4 2.4 3.5 3.3 3.1 2.6 2.5 2.5 3.6 3.3 3.1 2.6 2.5 2.5
38 3.2 3.2 3.1 2.4 2.3 2.3 2.3 2.3 2.3 3.3 3.2 3.1 2.4 2.4 2.4 3.4 3.2 3.1 2.5 2.4 2.4
40 3 3.1 3.1 2.3 2.2 2.2 2.2 2.2 2.2 3.1 3.2 3.1 2.3 2.3 2.3 3.1 3.1 3.1 2.4 2.3 2.3
42 2.9 3.1 3.1 2.1 2.1 2.1 2 2.1 2.1 3 3 3.1 2.2 2.2 2.2 2.8 3.1 3.1 2.2 2.2 2.2
44 2.7 2.9 3 2 2 2.1 1.9 2 2 2.8 2.9 2.9 2.1 2.1 2.1 2.6 2.8 2.9 2.1 2.1 2.1
46 2.4 2.6 2.6 1.9 1.9 2 1.8 1.9 1.9 2.5 2.7 2.8 2 2 2 2.4 2.5 2.6 2 2 2.1
48 2.2 2.3 1.8 1.8 1.9 1.7 1.7 1.8 2.2 2.4 2.5 1.9 1.9 1.9 2.3 2.3 2.4 1.9 1.9 2
50 1.9 1.7 1.7 1.6 1.7 2 2.1 2.2 1.8 1.8 1.8 2 2.2 2.3 1.8 1.8 1.9
52 1.7 1.6 1.9 2 1.7 1.7 1.8 2 2 2 1.7 1.7 1.8
54 1.9 1.6 1.6 1.8 1.9 1.9 1.6 1.6 1.7
56 1.6 1.6 1.7 1.5 1.5 1.6
58 1.3 1.4 1.5
60 1

m

K

19 m

T

11.5 – 60 m

360°

29 t

EN

TELESCOPIC BOOM WITH HYDRAULIC SWING AWAY JIB
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While every care has been taken in the preparation of the ratings given in this leaflet, and all reasonable steps have been taken to check the accuracy of the 
information, the Company cannot accept responsibility for any inaccuracy in respect of any matter arising out of, or in connection with the use of these tables.

43.8m 45m 46.9m 47.5m 48.7m 50.6m 51.3m 51.9m

K 19m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
9 4.2 5.4
10 4.2 5.3 4.1 4 4.7 3.8
11 4.2 5.3 4 4 4.7 3.8 3.7 3.6
12 4.1 5.3 4 3.9 4.6 3.7 3.7 3.6
14 4 5.2 3.8 3.8 4.6 3.5 3.5 3.4
16 3.8 5 4.2 3.7 3.6 4.5 3.4 3.4 3.3
18 3.7 3.6 4.9 4 3.6 3.5 3.6 3.4 4.5 3.9 3.4 3.2 3.3 3.1 3.2 3.1
20 3.6 3.6 4.7 3.9 3.5 3.4 3.5 3.3 4.4 3.8 3.3 3.2 3.2 3.1 3.2 3
22 3.5 3.5 3.2 4.6 3.8 3.3 3.5 3.4 3.4 3.3 4.3 3.7 3.2 3.2 3.1 3.1 3.1 3.1 3
24 3.4 3.3 3.1 4.4 3.7 3.2 3.4 3.3 3.1 3.3 3.3 3.1 4.2 3.6 3.2 3.1 3.1 3.1 3.1 3 3 3 3 3
26 3.3 3.1 3 4.3 3.6 3.2 3.3 3.1 3 3.2 3.1 3 4.1 3.5 3.2 3.1 3.1 3 3 3 2.9 3 2.9 2.9
28 3.2 3 2.9 4.1 3.5 3.2 3.2 3 2.9 3.1 3 2.9 4 3.5 3.1 3 3 2.8 3 2.9 2.8 2.9 2.9 2.8
30 3.1 2.9 2.8 4 3.5 3.1 3.1 2.9 2.8 3 2.9 2.8 3.9 3.4 3.1 3 2.9 2.7 2.9 2.8 2.7 2.9 2.8 2.7
32 2.9 2.7 2.7 3.9 3.4 3.1 2.9 2.8 2.7 2.9 2.8 2.7 3.8 3.4 3.1 2.9 2.8 2.6 2.9 2.7 2.6 2.8 2.7 2.6
34 2.8 2.6 2.6 3.7 3.3 3.1 2.8 2.7 2.6 2.8 2.6 2.6 3.7 3.3 3.1 2.8 2.7 2.6 2.8 2.6 2.6 2.8 2.6 2.5
36 2.6 2.5 2.5 3.6 3.3 3.1 2.7 2.5 2.5 2.7 2.5 2.5 3.4 3.2 3 2.7 2.5 2.5 2.6 2.5 2.5 2.6 2.5 2.5
38 2.4 2.4 2.4 3.3 3.2 3.1 2.6 2.4 2.4 2.5 2.4 2.4 3.1 3.2 3 2.6 2.5 2.4 2.5 2.4 2.4 2.5 2.4 2.4
40 2.3 2.3 2.3 2.9 3.2 3 2.4 2.4 2.3 2.4 2.3 2.3 3 3 3 2.5 2.4 2.3 2.4 2.4 2.3 2.4 2.4 2.3
42 2.2 2.2 2.2 2.8 2.9 3 2.3 2.3 2.3 2.2 2.3 2.2 2.6 2.8 3 2.3 2.3 2.3 2.3 2.3 2.3 2.3 2.3 2.2
44 2 2.1 2.1 2.5 2.7 2.8 2.2 2.2 2.2 2.1 2.1 2.2 2.4 2.6 2.8 2.2 2.2 2.2 2.2 2.2 2.2 2.2 2.2 2.2
46 1.9 2 2 2.3 2.5 2.6 2.1 2.1 2.1 2 2 2.1 2.3 2.3 2.6 2.1 2.1 2.1 2.1 2.1 2.1 2 2.1 2.1
48 1.8 1.8 1.9 2.1 2.3 2.4 2 2 2 1.9 1.9 2 2.1 2.1 2.2 2 2 2.1 1.9 2 2 1.9 2 2
50 1.7 1.7 1.8 2 2 2.1 1.9 1.9 2 1.8 1.8 1.9 1.8 2 2.1 1.8 2 2 1.8 1.9 1.9 1.8 1.9 1.9
52 1.6 1.6 1.7 1.9 1.9 2 1.8 1.8 1.9 1.7 1.7 1.8 1.6 1.8 1.9 1.6 1.8 1.9 1.6 1.8 1.8 1.5 1.8 1.8
54 1.5 1.5 1.6 1.7 1.8 1.9 1.6 1.7 1.8 1.6 1.6 1.7 1.4 1.6 1.7 1.4 1.6 1.7 1.4 1.6 1.7 1.3 1.6 1.7
56 1.4 1.4 1.5 1.4 1.6 1.6 1.4 1.6 1.7 1.4 1.6 1.6 1.2 1.4 1.5 1.2 1.4 1.5 1.1 1.4 1.5 1.1 1.3 1.5
58 1.3 1.4 1.3 1.4 1.3 1.2 1.4 1.4 1.2 1.4 1.4 1 1.1 1.2 1 1.2 1.2 0.9 1.1 1.2 0.9 1.1 1.2
60 1.2 1.1 1.1 1.1 1.2 1 1.2 1.1 0.8 0.9 0.9 0.8 1 1 0.8 0.9 1 0.7 0.9 1
62 0.9 1 0.9 1 0.6 0.7 0.6 0.8 0.8 0.6 0.7 0.8 0.7 0.7
64 0.7

52.4m 54.3m 55.6m 56.1m 56.8m 58.1m 59.4m 60m

K 19m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
11 4.1 3.5 3.3 3.5
12 4.1 3.5 3.3 3.5 3.4 3.1 2.9 2.8
14 4.1 3.4 3.2 3.4 3.4 3.1 2.9 2.8
16 4 3.2 3.1 3.3 3.2 3 2.8 2.8
18 3.9 3.6 3.1 3 3.2 3.1 2.9 2.8 2.7
20 3.8 3.6 3.1 2.9 2.9 2.8 3.1 3 3.1 2.9 2.8 2.7 2.7 2.6 2.6 2.5
22 3.7 3.5 3 2.9 2.9 2.7 3 3 3 2.9 2.8 2.7 2.6 2.5 2.6 2.5
24 3.7 3.5 3.1 2.9 2.9 2.9 2.8 2.7 3 2.9 2.9 2.9 2.7 2.6 2.6 2.5 2.5 2.5
26 3.6 3.4 3.1 2.9 2.9 2.9 2.7 2.7 2.8 2.9 2.9 2.9 2.9 2.9 2.8 2.6 2.6 2.6 2.5 2.5 2.5 2.5 2.5 2.5
28 3.5 3.4 3.1 2.8 2.8 2.8 2.7 2.7 2.8 2.9 2.9 2.8 2.9 2.8 2.8 2.6 2.6 2.6 2.5 2.5 2.5 2.4 2.4 2.5
30 3.5 3.3 3.1 2.8 2.8 2.7 2.7 2.7 2.7 2.9 2.8 2.8 2.8 2.8 2.8 2.6 2.6 2.6 2.4 2.5 2.5 2.4 2.4 2.5
32 3.4 3.3 3 2.8 2.7 2.6 2.6 2.7 2.6 2.9 2.8 2.7 2.8 2.8 2.7 2.5 2.6 2.6 2.4 2.5 2.5 2.4 2.4 2.5
34 3.3 3.2 3 2.7 2.7 2.6 2.6 2.6 2.5 2.8 2.7 2.6 2.8 2.7 2.6 2.5 2.6 2.5 2.4 2.4 2.5 2.4 2.4 2.5
36 3.2 3.1 3 2.7 2.6 2.5 2.6 2.5 2.5 2.8 2.6 2.5 2.7 2.6 2.5 2.5 2.5 2.5 2.3 2.4 2.4 2.3 2.4 2.4
38 3 3.1 3 2.6 2.5 2.4 2.5 2.4 2.4 2.7 2.5 2.5 2.7 2.5 2.4 2.5 2.5 2.4 2.3 2.3 2.4 2.3 2.3 2.4
40 2.7 3 2.9 2.5 2.4 2.3 2.4 2.4 2.3 2.6 2.4 2.4 2.6 2.4 2.4 2.4 2.4 2.3 2.3 2.3 2.3 2.3 2.3 2.3
42 2.5 2.7 2.9 2.4 2.3 2.3 2.3 2.3 2.3 2.4 2.4 2.3 2.3 2.4 2.3 2.3 2.3 2.3 2.2 2.3 2.2 2.2 2.2 2.2
44 2.4 2.4 2.7 2.3 2.2 2.2 2.2 2.2 2.2 2.1 2.3 2.3 2 2.3 2.3 2.1 2.2 2.2 2 2.2 2.2 2 2.2 2.2
46 2.1 2.2 2.4 2.1 2.1 2.1 2 2.1 2.1 1.8 2.1 2.2 1.8 2.1 2.2 1.8 2.1 2.1 1.7 2.1 2.1 1.7 2.1 2.1
48 1.8 2.1 2.2 1.8 2.1 2.1 1.8 2 2.1 1.6 1.9 2.1 1.5 1.9 2.1 1.6 1.9 2.1 1.5 1.9 2 1.4 1.8 2
50 1.6 1.9 2 1.6 1.9 2 1.6 1.8 2 1.3 1.6 1.9 1.3 1.6 1.8 1.3 1.6 1.9 1.2 1.6 1.8 1.2 1.5 1.8
52 1.4 1.6 1.8 1.4 1.7 1.8 1.3 1.6 1.8 1.1 1.4 1.6 1 1.4 1.6 1.1 1.4 1.6 1 1.4 1.6 1 1.3 1.5
54 1.1 1.4 1.6 1.2 1.4 1.6 1.1 1.4 1.6 0.8 1.1 1.3 0.8 1.2 1.4 0.8 1.2 1.4 0.8 1.1 1.3 0.7 1.1 1.3
56 0.9 1.2 1.3 0.9 1.2 1.3 0.9 1.2 1.3 0.9 1.1 0.9 1 0.6 0.9 1.1 0.9 1.1 0.9 1.1
58 0.7 0.9 1 0.7 1 1.1 0.7 0.9 1.1 0.7 0.8 0.6 0.8 0.7 0.9 0.7 0.9 0.6 0.8
60 0.7 0.8 0.8 0.9 0.7 0.8 0.6
62 0.6

m

m

K

19 m

T

11.5 – 60 m

360°

29 t

EN

TELESCOPIC BOOM WITH HYDRAULIC SWING AWAY JIB

Lifting Capacities



29

TK
Hubhöhen  /  Lifting heights
Hauteurs de levage / Altezze di sollevamento
Alturas de elevación / Высота подъема

    K 19 m    

  K 10.8 m  
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While every care has been taken in the preparation of the ratings given in this leaflet, and all reasonable steps have been taken to check the accuracy of the 
information, the Company cannot accept responsibility for any inaccuracy in respect of any matter arising out of, or in connection with the use of these tables

TELESCOPIC BOOM WITH HYDRAULIC SWING AWAY JIB

Lifting Heights




